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consisting of a ‘‘C’’ with a ‘‘3’’ con-
tained within the ‘‘C’’ character, at in-
tervals not to exceed one foot (12 
inches) along the length of the wire. 

(d) Attestation. Manufacturers (or dis-
tributors or retailers, whichever name 
appears on the packaging) of non-sys-
tem telephone premises wire shall at-
test in a letter to the Commission that 
the wire conforms with part 68, FCC 
Rules. 

[49 FR 21734, May 23, 1984, as amended at 50 
FR 29392, July 19, 1985; 50 FR 47548, Nov. 19, 
1985; 51 FR 944, Jan. 9, 1986; 55 FR 28630, July 
12, 1990; 58 FR 44907, Aug. 25, 1993; 62 FR 36464, 
July 8, 1997; 65 FR 4140, Jan. 26, 2000; 66 FR 
7583, Jan. 24, 2001] 

§ 68.214 Changes in other than ‘‘fully 
protected’’ premises wiring that 
serves fewer than four subscriber 
access lines. 

Operations associated with the in-
stallation, connection, reconfiguration 
and removal (other than final removal) 
of premises wiring that serves fewer 
than four subscriber access lines must 
be performed as provided in § 68.215(c) if 
the premises wiring is not ‘‘fully pro-
tected.’’ For this purpose, the super-
visor and installer may be the same 
person. 

[66 FR 7584, Jan. 24, 2001] 

§ 68.215 Installation of other than 
‘‘fully protected’’ system premises 
wiring that serves more than four 
subscriber access lines. 

(a) Types of wiring authorized—(1) Be-
tween equipment entities. Unprotected 
premises wiring, and protected prem-
ises wiring requiring acceptance test-
ing for imbalance, may be used to con-
nect separately-housed equipment enti-
ties to one another. 

(2) Between an equipment entity and 
the public switched telephone network 
interface(s). Fully-protected premises 
wiring shall be used to connect equip-
ment entities to the public switched 
telephone network interface unless the 
provider of wireline telecommuni-
cations is unwilling or unable to locate 
the interface within 7.6 meters (25 feet) 
of the equipment entity on reasonable 
request. In any such case, other than 
fully-protected premises wiring may be 
used if otherwise in accordance with 
these rules. 

(3) Hardware protection as part of the 
facilities of the provider of wireline tele-
communications. In any case where the 
carrier chooses to provide (and the cus-
tomer chooses to accept, except as au-
thorized under paragraph (g) of this 
section), hardware protection on the 
network side of the interface(s), the 
presence of such hardware protection 
will affect the classification of prem-
ises wiring for the purposes of § 68.215, 
as appropriate. 

(b) Installation personnel. Operations 
associated with the installation, con-
nection, reconfiguration and removal 
(other than final removal of the entire 
premises communications system) of 
other than fully-protected premises 
wiring shall be performed under the su-
pervision and control of a supervisor, 
as defined in paragraph (c) of this sec-
tion. The supervisor and installer may 
be the same person. 

(c) Supervision. Operations by instal-
lation personnel shall be performed 
under the responsible supervision and 
control of a person who: 

(1) Has had at least six months of on- 
the-job experience in the installation 
of telephone terminal equipment or of 
wiring used with such equipment; 

(2) Has been trained by the registrant 
of the equipment to which the wiring is 
to be connected in the proper perform-
ance of any operations by installation 
personnel which could affect that 
equipment’s continued compliance 
with these rules; 

(3) Has received written authority 
from the registrant to assure that the 
operations by installation personnel 
will be performed in such a manner as 
to comply with these rules. 

(4) Or, in lieu of paragraphs (c) (1) 
through (3) of this section, is a licensed 
professional engineer in the jurisdic-
tion in which the installation is per-
formed. 

(d) Workmanship and material require-
ments—(1) General. Wiring shall be in-
stalled so as to assure that there is 
adequate insulation of telephone wir-
ing from commercial power wiring and 
grounded surfaces. Wiring is required 
to be sheathed in an insulating jacket 
in addition to the insulation enclosing 
individual conductors (see below) un-
less located in an equipment enclosure 
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